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Abstract. -
lyzed. Based on the Lambert W function, an analytical dependence of the maximum power 
point of PV converter on the parameters of solar irradiation and ambient temperature is ob-
tained. It is shown that obtained dependence allows predicting the PV converter energy yield 
by direct integration without step-by-step simulation, if analytical descriptions of the param-
eters of solar radiation and the ambient temperature are present 
Keywords: photovoltaic converter; maximum power point; analytical dependence; predic-






 Salem A. A. Techno-Economic Approach to Solar Energy Systems Onboard Marine 



















































t U UP I I I e












I R I I
-
 
z Uoc t A -
Uoc
z Iph I
c z x c z x
z
c z x c x






ref t ref ref
T
exp ;g gc
ref ref T Tref c
E EI T







,( ( ))L L ref I C ref
ref ref
SC
































t UI I I e
R






















,( )c a a NOCT
NOCT















bH t ; dH t
Salem A. A. 
ИССЛЕДОВАНИЯ И РАЗРАБОТКИ



















г. Одесса, Украина, 65009
тел.: +380 (482) 34-79-28




ул. Мира, 15/1, офис 76Н
г. Санкт-Петербург, Россия, 197101
тел.: +7 (812) 233-64-03 / 232-85-38




судно ледового плавания мощностью 4 МВт 
типа «Спасатель Карев»
Завод-строитель — Невский Судостроительно-
Судоремонтный завод  
